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Siren Arm Switch (Traditional switch or
 Output from MCS)

MIC/CAN

To vehicle
(Positive switching)To road horn

Polarity unimportant
Connect to either terminal

15A Fuse @12v

Permanent
12 or 24V  Battery Supply

+ve

8 Ohm
Siren Speaker

Connect to wiring near road horn.
 Use HRT Neg on pin 12 if vehicle switches

negative to road horn
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IMPORTANT NOTE

DIP Switches on the underside of the siren
amplifier need setting before installation

Wail, Yelp, 2Tone, Pulsar

Wail, Yelp

Wail, Yelp, 2Tone

Siren Sounds DIP1 DIP2 DIP3 DIP4
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Off On

On

On Off

Off

On
**City
 Mode

**Workshop
  Test
 Mode
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12v Output when siren
sounding and speaker connected.

Steady On

Off

Double Flash every 5s

Fault LED State Meaning

Armed / Sounding

Powered

No Power

**City Mode and Workshop mode are
optional and only available when siren is

powered at 12v.
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SIREN OPERATION

Arm Siren (via Ops Switch Pin11). Once armed a short press of the
vehicle horn will start siren sounding. Each subsequent press of

vehicle horn will scroll between siren sounds. A quick 'Double Press'
of the vehicle horn will cancel siren sound.
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